ARTICULATED TRUCK MOUNTED PLATFORM

SPECIFICATION

TECHNICAL DATA

Main boom articulated + one (01) arm

360° continuous turret rotation on bearing turntable
Proportional controls from the ground and in the

basket; both full hydraulic
Engine start/stop controls from the basket

and from the turret

Basket dimensions: 1400x700x1100mm

Basket rotation +/-90°
Basket base in composite material

with aluminium guard-rail
Nr. 4 (four) hydraulic outriggers
HS + HS/narrow straight down type

DIMENSIONS

JLTE

» Hydro mechanical self levelling basket
 Electric system: 12V or 24V

» Emergency manual pump

e 230V AC EC electrical socket in the basket
» Standard boom colours:

blue (RAL 5017) or white (RAL 9010)

Fibre glass basket

833

1505

495

934
1503 3573

5076

WORK BECOMES EASY | Precision Machinery

PM TRUCK EQUIPMENT & MANUFACTURING LLC

PM AUTOMOTIVE EQUIPMENT MANUFACTURING LLC.
DUBAI & AJMAN — UAE

+97143338060 pm@pmdubai.com



mailto:pm@pmdubai.com

PERFORMANCE

14 m*

200 kg**

1300x700x1100
mm

5,70 m*

12m

50t

*outreach and height max values and repeatability
can change within + 3% due to

manufacturing variation and working condition.

** 200 kg with fiberglass basket
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